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SQUARE TYPE NYLON INSULATED FEMALE DISCONNECTS
1. MAXIMUM ELECTRICAL RATING : 300 VOLTS

2. MAXIMUM TEMPERATURE : 105°C

3. TERMINAL MATERIAL : BRASS

4. PLATING : ELECTRO TIN PLATED

5. INSULATION MATERIAL : EASY ENTRY NYLON
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DOUBLE CRIMP SQUARE TYPE NYLON FULLY INSULATED

FEMALE DISCONNECTS ~~~ EASY ENTRY SLEEVE ~~~
1. MAXIMUM ELECTRICAL RATING : 300 VOLTS
2. MAXIMUM TEMPERATURE : 105°C

3. TERMINAL MATERIAL : BRASS

4. PLATING : ELECTRO TIN PLATED

5. REINFORCEMENT SLEEVE : C TYPE SLEEVE
6. INSULATION MATERIAL : EASY ENTRY NYLON
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SINGLE HUMP NYLON FEMALE DISCONNETS
1. MAXIMUM ELECTRICAL RATING : 300 VOLTS B
2. MAXIMUM TEMPERATURE : 105°C
3. TERMINAL MATERIAL : BRASS

4. PLATING : ELECTRO TIN PLATED o l_
5. INSULATION MATERIAL : EASY ENTRY NYLON ’ ! l
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