## 24 Port Keystone Jack Patch Panel Unloaded 1U

## molex

## The 1U 24 Port Unloaded Keystone Patch Panel is shipped unloaded and can be configured to provide the exact number of modular ports.

The 24 Port 1 U Unloaded Keystone Patch Panel can accept both UTP and Shielded Keystone Jacks. The product is supplied with an earthing screw, front transparent label holder and a robust rear cable management tray.


## Features and Advantages

## 24 Port 1U Unloaded

Easy snap in UTP and FTP Keystone Jacks (sold separately)
Modularity provides installation flexibility
Silk-screened individual port identification
Protected front labelling feature for additional panel or port identification
Robust cable management shelf ensures bend radius compliance
Global hardware kit included

## Specifications

MECHANICAL
Material: CRS (cold rolled steel)
Thickness: 0.6 " ( 1.52 mm )
Coating: Powder Coat Black
PHYSICAL
Dimensions: $44 \mathrm{~mm} \times 125 \mathrm{~mm} \times 482 \mathrm{~mm}$

ENVIRONMENTAL STANDARDS
RoHS compliant
REACH compliant
COMPATIBILITY
PowerCat 6A UTP and Shielded Keystone Jacks
PowerCat 6 and C5E UTP Keystone Jacks

## Ordering Information

| Order No. | SAP No. | Description |
| :---: | :---: | :---: |
| PID-00257 | $18296-0014$ | 24 Port Keystone Patch Panel, Unloaded, 19" 1U - with Cable Management Bar |
| KSJ-00079 | $118301-0070$ | Keystone Jack C6A Shielded Tool-less |
| KSJ-00091-04 | 1810020002 | Keystone Jack C6A UTP Black |
| KSJ-00091-02 | 1810020001 | Keystone Jack C6A UTP White |
| KSJ-00033-04 | 181970160 | Keystone Jack C6 UTP Black |
| KSJ-00033-02 | 181970158 | Keystone Jack C6 UTP White |
| KSJ-00032-04 | 181970171 | Keystone Jack C5e UTP Black |
| KSJ-00032-02 | 181970169 | Keystone Jack C5e UTP White |

[^0]
[^0]:    Note: Other Keystone Jack colours are available, contact Customer Services for details

