Eco DC Brushless Ventilation Fan
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# W White /Y : Warm white

Model BVE120A001 BVE120A004 BVE120A005 (W /Y)

Mounting Dimensions (mm) 210%x210x165 mm 210x210x165 mm 210x210x165 mm

Duct Dimensions (mm) @100 mm @100 mm @100 mm

Power Rating (V/Hz) 110-220 (V) , 50-60 (Hz) 110-220 (V), 50-60 (Hz) 110-220(V), 50-60 (Hz)

Power Consumption (Watts) 45W 45W Vent Fan 4.5 W, LED downlight 12W
Air Flow (m?/h) 120 m*/h 120 m/h 120 m*/h

LED Color Temperature - - W (6000K) - Y (3000K)

Noise (dB(A)) 32 dB(A)@1m 29 dB(A)@1m 29 dB(A)@1m

Weight (Kg) 1.5kg 1.7 kg 20kg

# Specifications are subject to change without notice. Product specifications are reference only.

Patent No. : ZL201320715356.4, ZL201320714973.2, ZL201330476885.9, ZL201330476884.4, ZL201330364650.0, ZL201420286641.3,
ZL201420157902.1, ZL201420310661.X, D162170, D161521, D162171

Installations Using fireproof materials
Burning test shown that only TUMA
2. Pull existing ductwork into duct ventilation fan won't catch on fire.
connector tape all ductwork connections
1. Built wooden frame on the ceiling. to make them secure and airtight.

3. Insert tab slot in wooden frame and
secure using self-tapping screw. 4. Grille attachment.




